
• Easy Setup,  

  Just Plug & Play  

 

 

• Light weight (530g) 

• Wireless  control  from  up to 15m distance 

• Compatible with ELMO Document Cameras/Visualisers 
(L-12iD, L-12F, L-12W, MA-1, MO-2, L12i, P100HD, P30HD, P10HD) 

• Compatible with PC/Mac  

 *USB Type A Interface required 

 *Recommended App : ELMO Interactive Toolbox, 

   available at www.elmoeurope.com 

ELMO Company, Limited 1 

CRA-2 (Model Code #1317) 

 
Tablet for easy annotation 

With ELMO Document Camera/Visualiser  

With PC/Mac 

http://www.elmoeurope.com/


Specification 

ELMO Company, Limited 2 

(mm) 

Operating Temperature 0℃～40℃

Reading Range 8.0 × 5.0 inches （203.2mm×127.0mm）

Reading Resolution 0.005mm

Reading Accuracy 0.3mm

Reading Speed(Wireless) 233rps

Pen Pressure Level 8192 level

Wireless Band Used 2.4GHz

Communication Range Approx. 15 m (differs depending on the usage conditions)

Continuous Operation Time Approx. 15 hours (differs depending on the usage conditions)

Auto Power Off Time Approx. 45 minutes

Full Charging Time Approx. 4 hours

Power Supply Lithium-ion battery

Power Consumption
When using USB: 5V 500 mA

When using lithium ion battery: 3.7V 67 mA

Compatible Computer
Computers equipped with a standard USB port (TypeA)
*Operation is not guaranteed for all computer environments.

Compatible OS 
Windows 10/8.1/8/7,

Mac OS X 10.15/10.14/10.13/10.12/10.11

Compatible Document

Cameras/Visualisers
L-12iD, L-12F, L-12W, MA-1, MO-2, L12i, P100HD, P30HD, P10HD
*Some functions may not be available depending on the model.

Function Keys Document Camera / Whiteboard / Playback / Setting / Close

Recommended Software
ELMO Interactive Toolbox for Windows/Mac

Available at www.elmoeurope.com

External Dimensions W310× D207 × H27.2mm

Weight Approx. 530g (including the tablet, wireless dongle, and pen)

Country of Origin China

Warranty 2 years


